
   SPECIFICATION
1.Rating ：DC 30V 0.5A；
2.Contact resistance：≤30mΩ；
3.Insulation resistance：≥100MΩ (DC250V)；
4.Withstand voltage：500VAC ；
5.Insertion and extraction force：3-30N;
6.life test：5,000 cycles。
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MATERIALDESCRIPTIONNO. QTY PLATING

TERMINAL-3

SHELL NI-Plating

COPPER ALLOY  T=0.20mm

COPPER ALLOY  T=0.20mm

COPPER ALLOY  T=0.20mm

COPPER ALLOY  T=0.20mm

COPPER ALLOY  T=0.25mm

SUS301        T=0.20mm

8
INSULATER

Black

BlackPA9T

SCHEMATIC
Matching 3Pole Plug

9 BRASSRING Ni-Plating

Gold Flash On Contact Area;
Matte Sn On  Solder Tail;
Ni Plated ALL Over.

Gold Flash On Contact Area;
Gold Flash On  Solder Tail;
Ni Plated ALL Over.

Gold Flash On Contact Area;
Matte Sn On  Solder Tail;
Ni Plated ALL Over.

    东莞市溪榜电子有限公司
DONG GUAN XI BANG ELECTRONI CS CO., LTD.

Ф3.5mm Phone Jack CONN.
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